
  Accessories

Description
TFC Series

Replacement Membrane MM-TFC

Replacement Prefilter PRE-GAC

Replacement Postfilter PST-GAC

Replacement Polishing Filter (“D” Mod-
els Only)

M-POL-JG

Optional Booster Pump
Recommended for TDS 800+ or low inlet 
psi

BP-3

Description
Part Number

100” Roll (clear) 1/2” ID Drain Line Tubing for 
Softeners and Filters

DL-100-C

Potassium Permanganate - Case of 6 / 2# Bottles KF02N

Media Funnel U-1006

Res-Care Softener Resin Cleaner-1 Gallon Case of 4 RK128N

Res-Care Kit 64 oz. RK15

Res-Care 6-pack 64 oz. Kit RK15K

Res-Care 4-pack 64 oz. RK64N

Like millions of people in America, you may have 
water quality treatment equipment installed in your 
home. You count on those systems to provide all the 
benefits of softened water and clean 
drinking water.

But if your water treatment equipment is not prop-
erly sanitized, bacteria can grow and multiply wher-
ever the water sits, including on the inside surfaces 
of tanks and hoses. When water sits, chlorine levels 
drop, reducing its chemical ability to prevent bacteri-
al growth. Filters can also filter out chlorine, making 
the water more susceptible to bacterial growth.

That’s why Water Quality Professionals rely on 
Sani-System Liquid Sanitizer Concentrate. Specially 
designed to maintain the quality and performance 
of water softeners, Sani-System sets the standard for 
sanitizing.

• Sanitizes in just 60 seconds
• EPA and NSF Certified for use in water softeners

Comes Standard with every WaterSoft Softener

Single Pack SS1WS

24 Pack SS24WS


